RECORD OF SURVEY No. 32-86
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SHEET 11 OF 12 SHEETS

IN THE UNINCORPORATED TERRITORY OF THE COUNTY OF MONO, STATE OF CALIFORNIA,
BEING ALL, OR PORTIONS OF, SECTIONS 26 THROUGH 30 AND SECTIONS 33 THROUGH 35,
TOWNSHIP 6 NORTH, RANGE 23 EAST, MOUNT DIABLO MERIDIAN
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FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104 PER R2, 2
INCHES ABOVE THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO
FOUND A 'T" POST 1.2 FEET SOUTHEASTERLY OF THE MONUMENT. ACCEPTED
SAID PIPE AS THE TRUE CORNER AND REPLACED WTH A STANDARD US
FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH DIAMETER ALUMINUM
CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER POST, 30 INCHES LONG,
26 INCHES IN THE GROUND, ENCIRCLED BY A MOUND OF STONES, 2.0 FEET IN
DIAMETER AND 4 INCHES ABOVE THE GROUND. PLACED A PLASTIC ENCASED
MAGNET BENEATH THE MONUMENT. BURIED THE FOUND 1 INCH IRON PIPE
UPSIDE DOWN ALONGSIDE THE NEW MONUMENT. SET A U CHANNEL ALUMINUM
POST WITH A FOREST SERVICE 54-—9 MONUMENT SIGN AND A FOREST SERVICE
54—-2 BOUNDARY SIGN, 1.0 FOOT NORTHWESTERLY. NO ORIGINAL OR NEW
BEARING TREES IN THE WVCINITY.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2, 2
INCHES ABOVE THE TOP OF A MOUND OF STONES, 3 FEET IN DIAMETER AND 6
INCHES ABOVE THE GROUND. ALSC FOUND THE ORIGINAL 20x14x6 INCH STONE
LYING NEXT TO THE PIPE. ACCEPTED SAID PIPE AS THE TRUE CORNER AND
REPLACED WITH A STANDARD US FOREST SERVICE ALUMINUM MONUMENT WTH
A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH
DIAMETER POST, 30 INCHES LONG, 24 INCHES IN THE GROUND, ENCIRCLED BY
A MOUND OF STONES, 3.0 FEET IN DIAMETER AND 6 INCHES ABOVE THE
GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT.
BURIED THE FOUND 1 INCH IRON PIPE AND ORIGINAL STONE UPSIDE DOWN
ALONGSIDE THE NEW MONUMENT., SET A U CHANNEL ALUMINUM POST WITH A
FOREST SERVICE 54—~9 MONUMENT SIGN AND A FOREST SERVICE 54-2
BOUNDARY SIGN, 1.5 FEET NORTHWESTERLY. NO ORIGINAL OR NEW BEARING
TREES IN THE WVICINITY.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104” PER R2, FLUSH
WITH THE GROUND. ACCEPTED SAID PIPE AS THE TRUE CORNER AND REPLACED
WITH A STANDARD US FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH
DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER
POST, 30 INCHES LONG, 26 INCHES IN THE GROUND, ENCIRCLED BY A SMALL
COLLAR OF STONES. PLACED A PLASTIC ENCASED MAGNET BENEATH THE
MONUMENT. BURIED THE FOQUND 1 INCH IRON PIPE UPSIDE DOWN ALONGSIDE
THE NEW MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A FOREST
SERVICE 54—9 MONUMENT SIGN AND A FOREST SERVICE 54-—-2 BOUNDARY SIGN,
1.5 FEET SOUTHEASTERLY. NO ORIGINAL OR NEW BEARING TREES IN THE
VICINITY.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2,
ENCIRCLED BY A MOUND OF STONES, 4 FEET IN DIAMETER AND 6 INCHES
ABOVE THE GROUND. ALSO FOUND A 'T" POST 0.5 FEET SOUTHEASTERLY OF
THE MONUMENT. ACCEPTED SAID PIPE AS THE TRUE CORNER AND REPLACED
WITH A STANDARD US FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH
DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER
POST, 30 INCHES LONG, 22 INCHES IN THE GROUND, ENCIRCLED BY A MOUND
OF STONES, 3.0 FEET IN DIAMETER AND 8 INCHES ABOVE THE GROUND.
PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. BURIED THE
FOUND 1 INCH IRON PIPE UPSIDE DOWN ALONGSIDE THE NEW MONUMENT. SET
A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—-9 MONUMENT SIGN
AND A FOREST SERVICE 54-2 BOUNDARY SIGN, 1.5 FEET NORTHEASTERLY. NO
ORIGINAL OR NEW BEARING TREES IN THE WICINITY.

FOUND A 1 INCH IRON PIPE, NO TAG, 1 INCH ABOVE THE GROUND, IN LIEU OF
A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2. ALSO FOUND A
STEEL WITNESS POST 0.5 FEET SOUTHERLY OF THE MONUMENT. FQUND SAID
PIPE TO BE S10°52'W, 0.18" FROM THE TRUE CORNER. LEFT SAID PIPE IN PLACE
AND SET NOTHING AT THE TRUE CORNER.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104 PER R2, FLUSH
WITH THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO FOUND A 'T
POST 0.4 FEET NORTHERLY OF THE MONUMENT. FOUND SAID PIPE TO BE
S2112°e, 0.09° FROM THE TRUE CORNER. LEFT SAID PIPE IN PLACE AND SET
NOTHING AT THE TRUE CORNER.

FOUND A 1 INCH IRON PIPE, NO TAG, IN LIEU OF A 1 INCH IRON PIPE AND
TAG STAMPED "RCE 27104" PER R2, 1 INCH ABOVE THE GROUND ENCIRCLED
BY A COLLAR OF STONES. ALSQO FOUND A 'T" POST 1.5 FEET WESTERLY OF
THE MONUMENT. ACCEPTED SAID PIPE AS THE TRUE CORNER AND REPLACED
WITH A STANDARD US FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH
DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER
POST, 30 INCHES LONG, 24 INCHES IN THE GROUND, ENCIRCLED BY A MOUND
OF STONES, 2.5 FEET IN DIAMETER AND 6 INCHES ABOVE THE GROUND.
PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. BURIED THE
FOUND 1 INCH {RON PIPE UPSIDE DOWN ALONGSIDE THE NEW MONUMENT. SET
A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54-9 MONUMENT SIGN
AND A FOREST SERVICE 54-—2 BOUNDARY SIGN, 1.0 FOOT SOUTHEASTERLY. NO
ORIGINAL OR NEW BEARING TREES IN THE VICINITY.
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FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2, FLUSH
WITH THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO FOUND A 'T
POST 0.4 FEET NORTHERLY OF THE MONUMENT. ACCEPTED SAID PIPE AS THE
TRUE CORNER AND REPLACED WTH A STANDARD US FOREST SERVICE
ALUMINUM MONUMENT WITH A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS
SHOWN, ON A 2% INCH DIAMETER POST, 30 INCHES LONG, 26 INCHES IN THE
GROUND, ENCIRCLED BY A MOUND OF STONES, 2.0 FEET IN DIAMETER AND 4
INCHES ABOVE THE GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH
THE MONUMENT. BURIED THE FOUND 1 INCH I[RON PIPE UPSIDE DOWN
ALONGSIDE THE NEW MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A
FOREST SERVICE 54-9 MONUMENT SIGN AND A FOREST SERVICE 54-2
BOUNDARY SIGN, 1.0 FOOT EASTERLY. NO ORIGINAL OR NEW BEARING TREES IN
THE WICINITY.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2, 1 INCH
ABOVE THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO FOUND A 'T
POST 0.5 FEET NORTHERLY OF THE MONUMENT. FOUND SAID PIPE TO BE
S04°34'W, 0.09° FROM THE TRUE CORNER. LEFT SAID PIPE IN PLACE AND SET
NOTHING AT THE TRUE CORNER.

FOUND A 1 INCH IRON PIPE WITH A CONCRETE PLUG, NO TAG, 2 INCHES
ABOVE THE GROUND, IN LIEU OF A 1 INCH IRON PIPE AND TAG STAMPED "RCE
27104 PER R2. ALSO FOUND A STEEL WITNESS POST 0.5 FEET NORTHERLY OF
THE MONUMENT. ACCEPTED SAID PIPE AS THE TRUE CORNER AND REPLACED
WITH A STANDARD US FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH
DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER
POST, 30 INCHES LONG, 26 INCHES IN THE GROUND, ENCIRCLED BY A MOUND
OF STONES, 2.0 FEET IN DIAMETER AND 4 INCHES ABOVE THE GROUND.
PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. BURIED THE
FOUND 1 INCH IRON PIPE UPSIDE DOWN ALONGSIDE THE NEW MONUMENT. SET
A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN
AND A FOREST SERVICE 54—2 BOUNDARY SIGN, 1.0 FOOT NORTHEASTERLY. NO
ORIGINAL OR NEW BEARING TREES IN THE WVICINITY.

FOUND A 1 INCH IRON PIPE, NO TAG, 4 INCHES ABOVE THE TOP OF A MOUND
QF STONES, 3 FEET IN DIAMETER AND 6 INCHES ABOVE THE GROUND, IN LIEU
OF A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104” PER R2. ALSO FOUND
A STEEL WITNESS POST 1.0 FOOT WESTERLY OF THE MONUMENT. ACCEPTED
SAID PIPE AS THE TRUE CORNER AND REPLACED WTH A STANDARD US
FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH DIAMETER ALUMINUM
CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER POST, 30 INCHES LONG,
26 INCHES IN THE GROUND, ENCIRCLED BY A MOUND OF STONES, 2.0 FEET IN
DIAMETER AND 4 INCHES ABOVE THE GROUND. PLACED A PLASTIC ENCASED
MAGNET BENEATH THE MONUMENT. BURIED THE FOUND 1 INCH IRON PIPE
UPSIDE DOWN ALONGSIDE THE NEW MONUMENT. SET A U CHANNEL ALUMINUM
POST WITH A FOREST SERVICE 54-9 MONUMENT SIGN AND A FOREST SERVICE
54—-2 BOUNDARY SIGN, 1.8 FEET SOUTHWESTERLY. ORIGINAL BEARING TREES
NOT FOUND, NO NEW BEARING TREES ESTABLISHED.

FOUND A 1 INCH IRON PIPE, NO TAG, 4 INCHES ABOVE THE GROUND
ENCIRCLED BY A COLLAR OF STONES, IN LIEU OF A 1 INCH IRON PIPE AND
TAG STAMPED "RCE 27104” PER R2. ALSO FOUND A STEEL WTNESS POST 0.2
FEET WESTERLY OF THE MONUMENT. ACCEPTED SAID PIPE AS THE TRUE
CORNER AND REPLACED WTH A STANDARD US FOREST SERVICE ALUMINUM
MONUMENT WITH A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS SHOWN,
ON A 2% INCH DIAMETER POST, 30 INCHES LONG, 24 INCHES IN THE GROUND,
ENCIRCLED BY A MOUND OF STONES, 2.5 FEET IN DIAMETER AND 6 INCHES
ABOVE THE GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH THE
MONUMENT. BURIED THE FOUND 1 INCH IRON PIPE UPSIDE DOWN ALONGSIDE
THE NEW MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A FOREST
SERVICE 54-2 BOUNDARY SIGN, 1.0 FOOT NORTHEASTERLY, AND ANCTHER U
CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54-—9 MONUMENT SIGN AND
A FOREST SERWVICE 54-2 BOUNDARY SIGN, 1.0 FOOT SOUTHWESTERLY. NO
ORIGINAL OR NEW BEARING TREES IN THE MICINITY.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2, 2
INCHES ABOVE THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO
FOUND A STEEL WTNESS POST 1.3 FEET NORTHERLY OF THE MONUMENT.
FOUND SAID PIPE TO BE N23"31'W, 0.37 FEET FROM THE TRUE CORNER. AT
THE TRUE CORNER, SET A STANDARD US FOREST SERVICE ALUMINUM
MONUMENT WTH A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS SHOWN,
ON A 2% INCH DIAMETER POST, 30 INCHES LONG, 24 INCHES IN THE GROUND,
ENCIRCLED BY A MOUND OF STONES, 2.0 FEET IN DIAMETER AND 6 INCHES
ABOVE THE GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH THE
MONUMENT. BURIED THE FOUND 1 INCH IRON PIPE UPSIDE DOWN ALONGSIDE
THE NEW MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A FOREST
SERVICE 54-9 MONUMENT SIGN AND A FOREST SERVICE 54-2 BOUNDARY SIGN,
1.0 FOOT NORTHWESTERLY, AND ANOTHER U CHANNEL ALUMINUM POST WTH A
FOREST SERVICE 54-9 MONUMENT SIGN AND A FOREST SERVICE 54-2
BOUNDARY SIGN, 1.0 FOOT SOUTHEASTERLY. NO ORIGINAL OR NEW BEARING
TREES IN THE MCINITY.
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FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2, 2
INCHES ABOVE THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO
FOUND A STEEL WTNESS POST 0.6 FEET SOUTHERLY OF THE MONUMENT.
ACCEPTED SAID PIPE AS THE TRUE CORNER AND REPLACED WITH A STANDARD
US FOREST SERVICE ALUMINUM MONUMENT WTH A 3% INCH DIAMETER
ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER POST, 30
INCHES LONG, 26 INCHES IN THE GROUND, ENCIRCLED BY A COLLAR OF
STONES. PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT.
BURIED THE FOUND 1 INCH IRON PIPE UPSIDE DOWN ALONGSIDE THE NEW
MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54-9
MONUMENT SIGN AND A FOREST SERVICE 54—2 BOUNDARY SIGN, 1.0 FOOT
NORTHWESTERLY. NO ORIGINAL OR NEW BEARING TREES IN THE WVICINITY.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER RZ,
ENCIRCLED BY A MOUND OF STONES, 3 FEET IN DIAMETER AND 8 INCHES
ABOVE THE GROUND. ALSO FOUND THE ORIGINAL 31x12x4 INCH STONE LYING
NEXT TO THE PIPE. FOUND A STEEL WITNESS POST 1.5 FEET SOUTHEASTERLY
OF THE MONUMENT. ACCEPTED SAID PIPE AS THE TRUE CORNER AND
REPLACED WITH A STANDARD US FOREST SERVICE ALUMINUM MONUMENT WITH
A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH
DIAMETER POST, 30 INCHES LONG, 22 INCHES IN THE GROUND, ENCIRCLED BY
A MOUND OF STONES, 3 FEET IN DIAMETER AND 8 INCHES ABOVE THE
GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT.
BURIED THE FOUND 1 INCH IRON PIPE AND ORIGINAL STONE UPSIDE DOWN
ALONGSIDE THE NEW MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A
FOREST SERVICE 54-9 MONUMENT SIGN, 1.5 FEET SOUTHERLY. NO ORIGINAL OR
NEW BEARING TREES IN THE VICINITY.

SEARCHED, FOUND NOTHING, ESTABLISHED BY SINGLE PROPORTION FROM
500300 TO THE WEST AND 600300 TO THE EAST. SET A STANDARD US
FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH DIAMETER ALUMINUM
CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER POST, 30 INCHES LONG,
26 INCHES IN THE GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH
THE MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A FOREST SERWVICE
54—9 MONUMENT SIGN, 1.0 FOOT NORTHERLY. NO ORIGINAL OR NEW BEARING
TREES IN THE VICINITY.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2, FLUSH
WITH THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO FOUND A STEEL
WITNESS POST 1.2 FEET WESTERLY OF THE MONUMENT. ACCEPTED SAID PIPE
AS THE TRUE CORNER AND REPLACED WITH A STANDARD US FOREST SERWICE
ALUMINUM MONUMENT WITH A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS
SHOWN, ON A 2} INCH DIAMETER POST, 30 INCHES LONG, 24 INCHES IN THE
GROUND, ENCIRCLED BY A MOUND OF STONES, 3 FEET IN DIAMETER AND 6
INCHES ABOVE THE GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH
THE MONUMENT. BURIED THE FOUND 1 [INCH IRON PIPE UPSIDE DOWN
ALONGSIDE THE NEW MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A
FOREST SERVICE 54-9 MONUMENT SIGN AND A FOREST SERVICE 54-2
BOUNDARY SIGN, 1.0 FOOT SOUTHEASTERLY. NO ORIGINAL OR NEW BEARING
TREES IN THE WVICINITY.

FOUND A 1 INCH IRON PIPE AND TAG STAMPED "RCE 27104" PER R2, 3
INCHES ABOVE THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO
FOUND A STEEL WITNESS POST 0.5 FEET SOUTHWESTERLY OF THE MONUMENT.
ACCEPTED SAID PIPE AS THE TRUE CORNER AND REPLACED WITH A STANDARD
US FOREST SERVICE ALUMINUM MONUMENT WTH A 3% INCH DIAMETER
ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER POST, 30
INCHES LONG, 24 INCHES IN THE GROUND, ENCIRCLED BY A MOUND OF
STONES, 2.5 FEET IN DIAMETER AND 6 INCHES ABOVE THE GROUND. PLACED A
PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. BURIED THE FOQUND 1
INCH IRON PIPE UPSIDE DOWN ALONGSIDE THE NEW MONUMENT. SET A U
CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—-9 MONUMENT SIGN AND
A FOREST SERVICE 54-2 BOUNDARY SIGN, 1.0 FOOT NORTHEASTERLY. NO
ORIGINAL OR NEW BEARING TREES IN THE VICINITY,

FOUND A 1 INCH iRON PIPE AND TAG STAMPED "RCE 27104” PER R2, 2
INCHES ABOVE THE GROUND ENCIRCLED BY A COLLAR OF STONES. ALSO
FOUND A STEEL WTNESS POST 0.5 FEET WESTERLY OF THE MONUMENT.
ACCEPTED SAID PIPE AS THE TRUE CORNER AND REPLACED WITH A STANDARD
US FOREST SERVICE ALUMINUM MONUMENT WTH A 3% INCH DIAMETER
ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER POST, 30
INCHES LONG, 24 INCHES (N THE GROUND, ENCIRCLED BY A MOUND OF
STONES, 2.0 FEET IN DIAMETER AND 6 INCHES ABOVE THE GROUND. PLACED A
PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. BURIED THE FOUND 1
INCH IRON PIPE UPSIDE DOWN ALONGSIDE THE NEW MONUMENT, SET A U
CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN AND
A FOREST SERVICE 54-2 BOUNDARY SIGN, 1.0 FOOT SOUTHEASTERLY. NO
ORIGINAL OR NEW BEARING TREES iN THE VICINITY.
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