
 

 

 

 

 

 

 

 

 

 

APPENDIX N 

COMMUNITY HEALTH AND SAFETY PLAN 



 

 

Community Health and Safety Plan for the Round Fire Debris Removal 
Project 
 
Introduction 
Ash and debris from burned buildings and homes can contain toxic substances due to the presence of 
synthetic and hazardous materials. Older buildings often contain asbestos and lead. Household 
hazardous waste such as gasoline, cleaning products, pesticides, and other chemicals may have been 
stored in homes, garages, or sheds that may have burned in the fire.  These materials, along with heavy 
metals, can become concentrated in ash and soil following a fire.  It is important to avoid exposing 
yourself, your family or your community to ash, soil, or dust containing these materials.  Exposures can 
occur by handling, sifting or loading burned debris and ash without proper protective equipment.  Ash 
and dust can become airborne and be inhaled or ingested and may also adhere to exposed skin or 
clothing.      
 
The purpose of this document is to minimize potential impacts to the community and the environment 
and to protect the public from exposure to potential hazards resulting from the Round Fire.  It contains 
information on potential hazards to avoid, best management practices for handling mixed burned debris 
and ash, and information on personal protective equipment that may reduce potential exposures. 
 
Site Information and Description 
On February 6, 2015, the Round Fire burned 7,000 acres and destroyed 40 residences and outbuildings 
and damaged 5 residences in the communities of Paradise and Swall Meadows in southern Mono 
County.  Paradise and Swall Meadows are residential communities located at the base of the Sierra 
Nevada Mountains; there are no commercial or industrial areas in these communities and surrounding 
land is undeveloped.   
 
Communication 
Updated information regarding the Round fire and available resources is maintained on the Mono 
County website at: https://gis.mono.ca.gov/roundfire.  A County information hotline is also available at: 
866‐745‐9719, Option 2. 
  
Potential Hazards 
Use of personal protective equipment (PPE) can reduce potential exposure to many of the hazards 
noted below.  Refer to section xx for additional information on PPE.  
 
Dust Control 
Dust and ash may contain heavy metals, asbestos, and other harmful materials.  Proper dust control 
procedures can minimize potential exposure to dust and ash.  Lots should be watered to reduce 
airborne contamination and exposure.  Use a nozzle with a fine spray mist and use only as much water 
as is necessary, in order to reduce runoff.  All loads of burned debris, ash, soil and any other materials 
hauled offsite will be covered, and will be wetted prior to loading. 

  
Erosion Control 
Silt fences, fiber rolls, erosion control blankets and other best management practices should be used to 
prevent ash or soil from washing into the street or offsite. 
 



 

 

Household Hazardous Waste (HHW) 
The California Department of Toxic Substances Control and their contractor, in cooperation with Mono 
County, have performed a household hazardous waste (HHW) sweep of the impacted area.  Although 
much of the HHW in the area was located and removed, some areas were inaccessible to HHW cleanup 
crews and additional HHW may be found once ash and debris cleanup work begins.   

 
Asbestos Containing Materials (ACM) are especially common in structures constructed prior to 1984.  
ACM may be found in stucco, roofing, floor tile, fireplaces, furnaces, wall insulation (e.g. vermiculite), 
acoustical treatments, sheetrock, joint compound, construction adhesives, vapor barriers, pipe wraps, 
and electrical wiring insulation.  Special care should be taken to avoid inhalation of ACM.  This material 
should be removed and properly disposed by a licensed asbestos abatement contractor.   

 
Other common HHW that could be encountered at the site include: flammable gas tanks, propane 
cylinders, paint, petroleum lubricants/fuels, pesticides, welding cylinders, and car batteries.  Propane 
and welding cylinders that have been burned should not be used; safety mechanisms have likely been 
damaged or destroyed.   

 
Please call Mono County Environmental Health at 760‐924‐1830 for assistance or questions regarding 
handling or management of HHW. 

 
Physical Hazards 
Physical hazards include slip, trip, fall hazards from exposed glass, nails, and metals or other materials 
that are partially burned and create uneven footing or can puncture thin‐soled footwear.  Chimneys, 
wall and trees that have been damaged but are still standing may be unstable.  Winds may topple 
unstable trees or structures. 
 
Guidance for residents that wish to remove waste themselves 
Property owners who wish to remove waste themselves will be required to clean their property to the 
same standards implemented by the CalRecycle program.  These standards are detailed in xxxx.  
Property owners should ensure that contractors are licensed for the work they will perform.  The 
guidance below is provided to ensure that all mixed burned debris and ash generated by the Round Fire 
will be transported, handled, and managed in a manner that will protect public health and the 
environment.  Proper personal protective equipment, including respiratory protection, should be used 
by anyone who handles ash or burned debris or who may come into contact with these materials during 
transport or management.    
 
Personal Protective Equipment 
Property owners and their contractors should use proper Personal Protective Equipment (PPE) when 
handling burned debris and ash.  This includes, but is not limited to the following: 

 Respiratory protection – such as a N‐95 or P‐100 particulate mask or NIOSH approved respirator 
 Eye protection – safety goggles or safety glasses  
 Hand protection – heavy work gloves 
 Head protection – hard hat, if necessary 
 Foot protection – shoes or boots with heavy lug soles 
 Clothing – long pants and long‐sleeved shirts, tyvek? 
 Hearing protection – if working in an area with excessive noise from equipment such as chain 

saws, backhoes, tractors or other heavy equipment. 



 

 

 
 
Loading and Transport of Waste 
Sufficient dust control measures will be maintained at all times, especially when loading waste for 
transport.  Hoses with spray nozzles may be used to apply water to the work site prior to and during 
active debris removal and during loading material into trucks to prevent visible dust from crossing 
property lines.  All loads containing mixed burned debris, ash, or any materials that generate dust shall 
be wetted down and covered prior to transport.  When wetting materials prior to transport or as a dust 
control measure, care should be taken to avoid generating excessive runoff.  Any runoff shall be 
contained onsite.  Ash and debris will be wrapped with plastic sheeting, taped closed, and covered with 
a tarp (??) to eliminate the release of dust. Soil and debris loads will also be wetted down and covered 
to reduce dust.   
 
Property owners or contractors should segregate recyclable materials from mixed burned debris.  The 
Benton Crossing Landfill can accept trees and wood waste, metal, vehicles, appliances and aggregate 
material (concrete, etc.).  These materials must be cleaned sufficiently of ash and debris at the site to 
allow safe transportation, landfill staff may reject loads that appear to be contaminated.  If recyclable 
materials cannot be cleaned of ash and debris, they must be handled and disposed as mixed burned 
debris. 
 
Best management practices will be used to prevent tracking ash and debris into the roadway. 
 
Mixed burned debris must be properly disposed; this material must be hauled to a facility that is 
permitted to accept mixed burned debris, Mono County landfills cannot accept this waste.  (Require 
receipt for disposal?) 
 
Storage of Waste Onsite 
Mixed burned debris stored onsite prior to transport for disposal shall be managed to prevent offsite 
migration of ash and dust.  This may include wetting and covering the waste.  Bins containing debris 
and/or refuse shall be kept covered and wetted down as necessary.  The property owner or contractor 
will ensure that ash and dust are contained to the greatest extent possible. 
 
General Guidance for Handling or Removal of Ash 

 Do not allow children to play in the ash or in the vicinity of ash dust.  
 Wash ash off children’s toys before children play with them.  
 Clean ash off house pets.  
 Wear gloves, long sleeved shirts, and long pants and avoid skin contact.  
 If you do get ash on your skin, wash it off as soon as possible.  
 If you have a vegetable garden or fruit trees, wash the fruit or vegetables thoroughly before 

eating them.  
 Avoid getting ash into the air as much as possible. Do not use leaf blowers or take other actions 

that will put ash into the air.  
 Shop vacuums and other common vacuum cleaners do not filter out small particles, but rather 

blow such particles out the exhaust into the air where they can be breathed. The use of shop 
vacuums and other non‐HEPA filter vacuums is not recommended. HEPA filter vacuums could be 
used, if available.  



 

 

 Well fitting dust masks may provide some protection during cleanup. A mask rated N‐95 or P‐
100 will be more effective than simpler dust or surgical masks in blocking particles from ash. In 
general, many ash particles are larger than those found in smoke; thus, wearing a dust mask can 
significantly reduce (but not completely eliminate) the amount of particles inhaled. 

 Persons with heart or lung disease should consult their physician before using a mask during 
post‐fire cleanup.  

 If ash is wet down, use as little water as possible. 
 


